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ห้ามนำาไปเผยแพร่ก่อนได้รับอนุญาติจากทางบริษัท
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CALCULATOR

เครื่องคิดเลข

Calculator

เครื่องคิดเลข

Order No. Size

4089 16mm

เครื่องคิดเลขสำ�หรับช่�งกลึง, ช่�งกัด
MACHINIST CALC PRO

Built-in Functions and Calculations : 
Speeds and Feeds
Calculate for milling, turning and drilling; cutting speed, spindle speed (RPM), feed rate (IPM), cutting feed, feed per tooth/chip load
Right Triangle Math
Plus trigonometric functions
Drill Point
Enter the cutting angle and drill size to calculate the drill point cut depth
Bolt Pattern Hole Layouts
Enter start angle, number of bolts, diameter and optional x, y offset; calculate x and y coordinates.
Find center-to-center spacing for bolt pattern layouts
3-Wire Measure
Enter Wire Size (or use calculated Best Wire size) and 3-Wire Measurement to calculate pith diameter
Built-in Drill and Thread Size Tables
Save time and steps *Compliant with ANSI/ASME B1.1-2003 and ANSI/ASME B1.13M-2005)

Includes:
• CD with User’s Guide in German, French, Spanish and English
• English hard copy User’s Guide
• Rugged shock, dust and moisture resistant Armadillo Gear protective case.
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• Rugged shock, dust and moisture resistant Armadillo Gear protective case.
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Calculate for milling, turning and drilling; cutting speed, spindle speed (RPM), feed rate (IPM), cutting feed, feed per tooth/chip load
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Calculate for milling, turning and drilling; cutting speed, spindle speed (RPM), feed rate (IPM), cutting feed, feed per tooth/chip load

Enter start angle, number of bolts, diameter and optional x, y offset; calculate x and y coordinates.
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Enter start angle, number of bolts, diameter and optional x, y offset; calculate x and y coordinates.

Enter Wire Size (or use calculated Best Wire size) and 3-Wire Measurement to calculate pith diameter
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Enter Wire Size (or use calculated Best Wire size) and 3-Wire Measurement to calculate pith diameter

Save time and steps *Compliant with ANSI/ASME B1.1-2003 and ANSI/ASME B1.13M-2005)GROUP
Save time and steps *Compliant with ANSI/ASME B1.1-2003 and ANSI/ASME B1.13M-2005)
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• Rugged shock, dust and moisture resistant Armadillo Gear protective case.




