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END MILL
ดอกเอ็นมิลล์

End M
ill

ดอกเอ็นมิลล์
Countersinkers
ดอกขยายปากรู

     Solid Carbide Drill
ดอกสว่านคาร์ไบด์            Drilll & Tap 

          Accessories
อุปกรณ

์เสรืมสำาหรับเจาะ

ดอกเอ็นมิลล์คาร์ไบด์ 2 ฟัน
TiAIN COATING 2FLUT CARBIDE END MILLS

Point : the best cost performance available
material • • • cemented carbide (made in Germany)
coating • • • TiAIN
cutting edge tolerance (mm) • • • d  Ø12  0 ~ 0.02
                                                    Ø12 < d   0 ~ 0.03
work material : under HRC65
carbon steel, tool steel, casting iron, handened steel and inconel
Twist angle of twist • • • 35 degrees

Order No.
d (mm)

outside diameter
L (mm)

overall length
 (mm)

cutting edge length
D (mm)

shank dia.

PRC-T01M2 1 45 2.5 4
PRC-T015M2 1.5 45 3.8 4
PRC-T02M2 2 45 5 4
PRC-T025M2 2.5 45 6.3 4
PRC-T03M2 3 45 7.5 6
PRC-T035M2 3.5 45 8.8 6
PRC-T04M2 4 45 10 6
PRC-T045M2 4.5 50 11.3 6
PRC-T05M2 5 50 12.5 6
PRC-T06M2 6 50 15 6
PRC-T07M2 7 60 17.5 8
PRC-T08M2 8 60 20 8
PRC-T09M2 9 70 22.5 10
PRC-T10M2 10 70 25 10
PRC-T12M2 12 75 30 12
PRC-T14M2 14 85 35 14
PRC-T15M2 15 90 37.5 16
PRC-T16M2 16 90 40 16
PRC-T20M2 20 100 50 20

ดอกเอ็นมิลล์คาร์ไบด์ 4 ฟัน
TiAIN COATING 4FLUT CARBIDE END MILLS

Point : the best cost performance available
material • • • cemented carbide (made in Germany)
coating • • • TiAIN
cutting edge tolerance (mm) • • • d  Ø12  0 ~ 0.02
                                                    Ø12 < d   0 ~ 0.03
work material : under HRC65
carbon steel, tool steel, casting iron, handened steel and inconel
Twist angle of twist • • • 45 degrees

Order No.
d (mm)

outside diameter
L (mm)

overall length
 (mm)

cutting edge length
D (mm)

shank dia.

PRC-T01M4 1 40 2.5 4
PRC-T015M4 1.5 40 3.8 4
PRC-T02M4 2 40 5 4
PRC-T025M4 2.5 40 6.3 4
PRC-T03M4 3 45 7.5 6
PRC-T035M4 3.5 45 8.8 6
PRC-T04M4 4 45 10 6
PRC-T045M4 4.5 45 11.3 6
PRC-T05M4 5 50 12.5 6
PRC-T06M4 6 50 15 6
PRC-T07M4 7 60 17.5 8
PRC-T08M4 8 60 20 8
PRC-T09M4 9 70 22.5 10
PRC-T10M4 10 70 25 10
PRC-T12M4 12 75 30 12
PRC-T14M4 14 85 35 14
PRC-T15M4 15 90 37.5 16
PRC-T16M4 16 100 40 16
PRC-T20M4 20 105 50 20
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END MILL
ดอกเอ็นมิลล์

 

End M
ill

ดอกเอ็นมิลล์
Countersinkers
ดอกขยายปากรู

 Solid Carbide Drill
ดอกสว่านคาร์ไบด์

    Drilll & Tap 
      Accessories
     อุปกรณ

์เสรืมสำาหรับเจาะ

ดอกเอ็นมิลล์คาร์ไบด์ 3 ฟัน (เวฟ)
TiAIN COATING 3FLUTE CARBIDE END MILLS (WAVE)

Point : the best cost performance available
material • • • cemented carbide (made in Germany)
coating • • • TiAIN
cutting edge tolerance (mm) • • • d  Ø12  0 ~ 0.02
                                                    Ø12 < d   0 ~ 0.03
work material : under HRC65
carbon steel, tool steel, casting iron, handened steel and inconel
Twist angle of twist • • • 40 degrees

CODE
d (mm)

outside diameter
R (mm)
angle

L (mm)
overall length

 (mm)
cutting edge length

D (mm)
shank dia.

PRC-3FREW6 6 R 1.0 60 18 6
PRC-3FREW8 8 R 1.0 75 24 8
PRC-3FREW10 10 R 1.0 75 30 10
PRC-3FREW12 12 R 1.0 75 30 12
PRC-3FREW16 16 R 1.0 100 45 16
PRC-3FREW20 20 R 1.0 100 45 20

ดอกเอ็นมิลล์คาร์ไบด์หัวบอล
TiAIN COATING BALL CARBIDE END MILLS

Point : the best cost performance available
material • • • cemented carbide (made in Germany)
coating • • • TiAIN
cutting edge tolerance (mm) • • • d  Ø12  0 ~ 0.02
                                                    Ø12 < d   0 ~ 0.03
work material : under HRC65
carbon steel, tool steel, casting iron, handened steel and inconel
Twist angle of twist • • • 30 degrees

Order No.
R (mm)
angle

L (mm)
overall length

 (mm)
cutting edge length

D (mm)
shank dia.

PRC-R050M2 R 0.5 50 2.0 4
PRC-R075M2 R 0.75 50 3.0 4
PRC-R100M2 R 1.0 50 4.0 4
PRC-R125M2 R 1.25 50 5.0 4
PRC-R150M2 R 1.5 50 6.0 4
PRC-R200M2 R 2.0 50 8.0 4
PRC-R250M2 R 2.5 60 10.0 6
PRC-R300M2 R 3.0 60 12.0 6
PRC-R350M2 R 3.5 60 12.0 8
PRC-R400M2-60 R 4.0 60 16.0 8
PRC-R400M2-75 R 4.0 75 16.0 8
PRC-R450M2 R 4.5 75 18.0 10
PRC-R500M2 R 5.0 75 20.0 10
PRC-R600M2 R 6.0 75 20.0 12
PRC-R700M2 R 7.0 80 24.0 14
PRC-R800M2 R 8.0 100 24.0 16
PRC-R1000M2 R 10.0 150 30.0 20
PRC-R1250M2 R 12.5 150 35.0 25


