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BT Series 

รุ่น BT

HKS Series 

รุ่น HSK

ST Series 

รุ่น ST

Versatile Tool 

Cutting Tool 

Accessories

Drill Chuck

Super Keyless

Dream Chuck

CNC Keyless

Drill Chuck

Keyless Drill

Chuck

Drill Chuck

Chuck Keys

Order No. Capacity A B C ØD E
Attached 
Spanner

Weight
(kg)

ST20
-LCS8-120 0.5 ~ 8 38 7.5 61

20 60
FS8LC 0.6

-LCS13-140 0.5 ~ 13 50 12.5 81 FS13LC 1.1

ST25
-LCS13-150 0.5 ~ 13 50 12.5 81

25 70
FS13LC 1.2

-LCS16-155 3 ~ 16 56 13 86 FS16LC 1.5

ST32
-LCS13-160 0.5 ~ 13 50 12.5 80.5

32 80
FS13LC 1.4

-LCS16-165 3 ~ 16 56 13 85.5 FS16LC 1.7

• Runout accuracy of less than 0.05mm (less than 0.03mm in average) gives a high working efficiency.
• ST shank and chuck are united to ensure further safety and reliability.
• Stronger gripping torque by hook spanner and no loosening at emergency stopping.
• Compact size and short-mount design. 

Order No. Capacity A B C Taper
Attached 
Spanner

Weight
(kg)

M2T
-LCS8-75 0.5 ~ 8 38 7.5 73.5

MT2
FS8LC 0.6

-LCS13-95 0.5 ~ 13 50 12.5 97 FS13LC 1.2

M3T
-LCS13-95 0.5 ~ 13 50 12.5 97

MT3
FS13LC 1.3

-LCS16-100 3 ~ 16 56 13 102 FS16LC 1.7

M4T
-LCS13-95 0.5 ~ 13 50 12.5 97

MT4
FS13LC 1.6

-LCS16-100 3 ~ 16 56 13 102 FS16LC 2.0

• Runout accuracy of less than 0.05mm (less than 0.03mm in average) gives a high working efficiency.
• MT shank and chuck are united to ensure further safety and reliability.
• Stronger gripping torque by hook spanner and no loosening at emergency stopping.
• Compact size and short-mount design. 

หัวจับดอกสว่าน
CNC KEYLESS DRILL CHUCKS WITH STRAIGHT SHANK - Pioneer in One-unit Structure. 
High Quality

หัวจับดอกสว่าน
CNC KEYLESS DRILL CHUCKS WITH MT SHANK - Pioneer in One-unit Structure. High 
Quality


