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 3D TOUCH PROBE (DIGITAL)     V-002
 3D TOUCH PROBE (ANALOG)     V-002
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3D-TESTER
เกจตั้งศูนย์ 3 ทิศทาง 
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3D-Tester

เกจตั้งศูนย์ 3 ทิศทาง

Order No.
Shank 

Diameter
Measuring 
accuracy

Reading 
accuracy

Deflection 
x, y, Z, each

Diamension 
L, W, D

Free leng probe 
arm

Concentricity 
adjustment range

Weight

10600 16mm <0.01mm 0.005mm 7mm
82mm, 65mm, 

39mm
52mm + / - 0.4mm 520g

Accessories Stylus

Stylus Ø 4mm

Length 31 mm

Order No.
Shank 

Diameter
Measuring 
accuracy

Max. Deflection 
x, y, Z, each

Diamension 
L, W, D

Free leng probe arm
Concentricity 

adjustment range
Weight

 106000-2MM 16mm 0.01mm 6.6mm 174mm, 57mm, 43mm 40mm + / - 0.5mm 397g

Accessories Stylus

Stylus Ø 4mm

Length 31 mm

เกจตั้งศูนย์ 3 ทิศทาง (ดิจิตอล)
3D TOUCH PROBE (DIGITAL)

เกจตั้งศูนย์ 3 ทิศทาง (Analog)
3D TOUCH PROBE (ANALOG)
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